BRUNING 44-511 22152

QUANTITY SHEET

ITEM DESCRIPTION UNIT |{QUANTITY
822 | FURNISH AND INSTALL ELECTRICAL CABLE -FIVE CONDUCTOR (NO.14 AWG.} L.F 6,800
825 | FURNISH AND INSTALL ELECTRICAL CABLE- SEVEN CONDUCTOR(NO. 14 AW.G.) L.F 550"
824 | FURNISH AND INSTALL LOOP DETECTOR WIRE L.F 3,500"
825 | FURNISH AND INSTALL SAW CUT | L.F. 2,100
856 | FURNISH AND INSTALL VEHMICLE LOOP DETECTOR AMPLIFIERS EA. 14
827 | FURNISH. AND INSTALL GALVANIZED STEEL ELEGTRICAL CONDUIT- ONE INCH | L.F_| 100"
828 | FURNISH AND INSTALL GALVANIZED STEEL ELECTRICAL CONDUIT - TWO INCH L.F. 20"
829 | FURNISH AND INSTALL POLYVINYL CHLORIDE ELECTRICAL CONDUIT - TWO B
CINCH- TRENCHED T - | LF 1,675'
830 | FURNISH AND INSTALL POLYVINYL CHLORIDE 'ELECTRICAL CONDUIT - TWO
INCH - PUSHED ] LF | 275"
"831 | FURNISH AND_INSTALL GALVANIZED STEEL ELECTRICAL CONDUIT - FOUR INCH { LF. 100"
832 | FURNISH AND INSTALL HANDBOXES - 1 ea | 15
"833 | FURNISH AND INSTALL PUSH BUTTONS CEA. 10
834 | FURNISH AND INSTALL 12"X 26' EA. |
835 | FURNISH AND INSTALL 12"X 30" EA. 12
836 | FURNISH AND INSTALL 8' PEDESTAL (BREAK- AWAY ) EA. 7
7837 | FURNISH AND INSTALL COORINATION UNITS EA. 6
836 | FURNISH AND INSTALL STEEL POLE WITH 50' AND 40' MAST ARMS EA. I
839 | FURNISH AND INSTALL TELEMETRY EQUIPMENT LS |

FULWA. | erpre|  FED.AID | SHEET | TOTAL
rEGIoN no.| STPTE PROJ. NO. NO. | SHEETS
3 |MD.U-931-t(1)] 2 15
APPROVAL: REGIONAL
TRAFFIC ENGINEER
L
APPROVAL: CHIEF-BUREAU
OF
TRAFFIC ENGINEERING
APPROVAL: ASS'T. CHIEF ENGINEER
TRAFFIC
REVISIONS

",T\,%M DESCRIPTION UNIT |QUANTITY
101 | ENGINEER’S OFFICE FO-| - LS. T
102 | MAINTENANCE OF TRAFFIC L.S.
103 | MOBILIZATION L.S. -
"201 | TEST PIT EXCAVATION C.Y. 20
50 | CRUSHER RUN AGGREGATE FOR MAINTENANCE OF TRAFFIC TONS 50
=52 | BITUMINOUS CONCRETE FOR MAINTENANCE OF TRAFFIC TONS | 10
80l | REMOVAL AND SALVAGE OF EXISTING EQUIPMENT __ | L.S.
802 | FURNISH AND ENSTALL 12" ONE WAY THREE SECTION (R,Y,G) ADJUSTABLE
VEHICLE TRAFFIC SIGNAL HAVING PROPER SPAN WIRE HANGERS, BAL ANCE IR |
ADJUSTERS AND TUNNEL VISORS EA. (2
503 | FURNISH AND INSTALL 8" ONE WAY THREE SECTION (R,Y,G) ADJUSTABLE | "
VEHICLE TRAFFIC SIGNAL HAVING PROPER SPAN WIRE HANGERS , BALANCE
ADJUSTERS AND TUNNEL VISORS - EA. 2
504 | FURNISH AND INSTALL 12" ONE_WAY THREE SECTION (R,Y W/8"Y) ADJUSTABLE "
VEHICLE TRAFFIC SIGNAL HAVING PROPER MAST ARM HANGERS (RIGID
MOUNTING) AND TUNNEL VISORS EA. 6
805 | FURNISH AND INSTALL 12" ONE WAY TWO SECTION PEDESTRIAN SIGNAL HAVING |
TPROPER BRACKETS FOR STEEL POLE MOUNTING AND CUT - AWAY VISORS EA. 5
806 | FURNISH AND INSTALL !2"TWO WAY TWO SECTION PEDESTRIAN SIGNAL HAVING
FROPER BRACKETS FOR STEEL POLE MOUNTING AND CUT - AWAY VISORS EA. 5
807 | FURNISH AND INST/\LL 12" ONE  WAY TWO SECTION PEDESTRIAN SIGNAL |
HAVING PROPER POST TOP ADAPTOR AND CUT - AWAY VISORS EA. 3
808 | FURNISH AND INSTALL 12" TWO WAY TWO SECTION PEDESTRIAN SIGNAL ;
HAVING PROPER POST TOP_ADAPTOR AND CUT- AWAY VISORS EA. 3
809 | FURNISH AND INSTALL TRAFFIC RESPONSIVE MASTER ,WITH WEEKLY
| PROGRAMMER , TIME _CLOCK AND ALL 'NECESSARY AUXILIARY EQUIPMENT
HOUSED IN A BASE MOUNTED CABINET EA.
810 | FURNISH AND INSTALL TWO PHASE, SEMI - ACTUATED , SOLID STATE DIGITAL -
CONTROLLER HOUSED IN A POLE MOUNTED CABINET EA. 1
811 FURNISH AND INSTALL TWO PHASE , SEMI-ACTUATED , SOLID STATE DIGITAL
~ | CONTROLLER HOUSED IN_A BASE_MOUNTED CABINET WITH_ AN AUXILIARY
CABINET ATTACHED FOR C & P_CONNECTION EA. 2
812 | FURNISH AND INSTALL TWO PHASE, SEMI- ACTUATED , SOLID 'STATE_DIGITAL
CONTROLLER WITH FIRE HOUSE PRE -EMPTOR HOUSED IN A BASE MOUNTED
CABINET WITH AN AUXILIARY CABINET ATTACHED FOR C &P CONNECTION EA. o
813 | FURNISH AND INSTALL THREE PHASE , SEMI-ACTUATED , SOLID STATE DIGITAL
| CONTROLLER HOUSED IN A BASE MOUNTED CABINET WITH AN AUXILIARY
CABINET ATTACHED FOR C &P CONNECTION EA. |
814 FURNISH AND INSTALL BASE MOUNTED CABINET FOR C 8P CONNECT|ON EA. | i
815 | FURNISH AND INSTALL SAMPLING EQUIPMENT HOUSED IN A POLE MOUNTED ) -
| CABINET WITH AN AUXILIARY_CABINET ATTACHED FOR C8P CONNECTION EA. 2
816 | FURNISH AND INSTALL STEEL SPAN WIRE- 1/4" DIAMETER LE 170!
817 | FURNISH AND INSTALL STEEL SPAN WIRE- 3/8" DIAMETER _ LF._| 1,400
818 | FURNISH AND INSTALL ELECTRICAL CABLE- THREE WIRE (NO. 8 AWG.) L.F 350"
819 | FURNISH AND INSI/\LL ELECTRICAL CABLE - TWO CONDUCTOR ( ALUMINUM
| SHIELDED ) LF 5.800"
550 | FURNISH AND INSTALL ELECTRICAL CABLE - TWO CONDUCTOR (NO. 14 AWG.) LF, 2,700
821 | FURNISH AND INSTALL ELECTRICAL CABLE - THREE CONDUCTOR ( NO. |4 AW.G.) LFE | 275_'__
NOTE - ALL LINEAR FOOT QUANTITIES ARE APPROXIMATE
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